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FB AND MB DRY BLOCKS
TEMPERATUR DRY BLOCKS

BEAMEX ACCESSORIES & SPARE PARTS

FB AND MB DRY BLOCKS

Selection:

Description Field temperature dry block (FB):

It is small and easy enough to carry around, provides fast calibration and offers excellent accuracy.

Versions: FB150 9400100 -25 °C … +150 °C (-13 °F … +302 °F)

FB150R 9400110 -25 °C … +150 °C (-13 °F … +302 °F)

FB350 9400200 +33 °C … +350 °C (+91.4 °F … +662 °F)

FB350R 9400210 +33 °C … +350 °C (+91.4 °F … +662 °F)

FB660 9400300 +50 °C … +660 °C (+122 °F … +1220 °F)

FB660R 9400310 +50 °C … +660 °C (+122 °F … +1220 °F)

The R models include an internal reference thermometer, both have a connection for an

external reference sensor.

Description Metrology temperature dry block (MB):

Can deliver bath level accuracy in a portable device.

Versions MB140 9400600 -45 °C … +140 °C (-49 °F … +284 °F)

MB140R 9400610 -45 °C … +140 °C (-49 °F … +284 °F)

MB155 9400700 -30 °C … +155 °C (-22 °F … +311 °F)

MB155R 9400710 -30 °C … +155 °C (-22 °F … +311 °F)

MB425 9400800 +35 °C … +425 °C (+95 °F … +797 °F)

MB425R 9400810 +35 °C … +425 °C (+95 °F … +797 °F)

MB700 9400900 +50 °C … +700 °C (+122 °F … +1292 °F)

MB700R 9400910 +50 °C … +700 °C (+122 °F … +1292 °F)

The R models include an internal reference thermometer, both have a connection for an

external reference sensor.
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TEMPERATURE BLOCK - INSERTS

FB150-MH1

Part number 5620120

Description Multi-hole (3mm, 4mm, 6mm, 8mm, 10mm, 1/4in)

FB150-MH2

Part number 5620125

Description Multi-hole (2x3mm, 2x4mm, 6mm, 1/4in)

FB150-MH3

Part number 5620126

Description Multi-hole (3*1/4in, 3/16in, 1/8in, 3/8in)

FB150-MH4

Part number 5620127

Description Multi-hole (2*1/4in, 2*3/16in, 2*3/8in)

FB150-B

Part number 5620129

Description Blank insert

FB150-S

Part number   

Description Multiple special inserts available (FB150-S1 to FB150-S31) on request.

FB350-MH1

Part number 5620220

Description Multi-hole (4mm, 6mm, 8mm, 10mm, 1/4in)

FB350-MH2

Part number 5620225

Description Multi-hole (2x3mm, 2x4mm, 6mm, 1/4in)
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TEMPERATURE BLOCK - INSERTS

FB350-MH3

Part number 5620226

Description Multi-hole (2*1/4in, 3/16in, 3/8in, 1/8in)

FB350-MH4

Part number 5620227

Description Multi-hole (1/8in, 2*3/16in,  2*1/4in, 3/8in)

FB350-B

Part number 5620229

Description Blank insert

FB350-S

Part number   

Description Multiple special inserts available (FB350-S1 to FB350-S14) on request.

FB660-MH1

Part number 5620320

Description Multi-hole (4mm, 6mm, 8mm, 10mm, 1/4in)

FB660-MH2

Part number 5620325

Description Multi-hole (2x3mm, 2x4mm, 6mm, 1/4in)

FB660-MH3

Part number 5620326

Description Multi-hole (2*1/4in, 3/16in, 3/8in, 1/8in)

FB660-MH4

Part number 5620327

Description Multi-hole (2*1/4in,2*3/16in, 3/8in, 1/8in)
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TEMPERATURE BLOCK - INSERTS

FB660-B

Part number 5620329

Description Blank insert

FB660-S

Part number   

Description Multiple special inserts available (FB660-S1 to FB660-S20) on request.

MB140-MH1

Part number 5620620

Description Multi-hole (3mm, 4mm, 6mm, 8mm, 10mm, 1/4in)

MB140-MH2

Part number 5620625

Description Multi-hole (2x3mm, 2x4mm, 6mm, 1/4in)

MB140-MH4

Part number 5620627

Description Multi-hole (2*3/16in, 2*1/4in, 2x3/8in)

MB140-B

Part number 5620629

Description Blank insert

MB140-S

Part number   

Description Multiple special inserts available (MB140-S1 to MB140-S8) on request.

MB155-MH1

Part number 5620720

Description Multi-hole (3mm, 4mm, 6mm, 8mm, 10mm, 1/4in)
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TEMPERATURE BLOCK - INSERTS

MB155-MH2

Part number 5620725

Description Multi-hole (2x3mm, 2x4mm, 6mm, 1/4in)

MB155-B

Part number 5620729

Description Blank insert

MB155-S1

Part number 5620730

Description Special insert with 4mm, 4mm, 6mm, 6mm, 1/4” and 1/4” probe holes

MB425-MH1

Part number 5620820

Description Multi-hole (3mm, 4mm, 6mm, 8mm, 10mm, 1/4in)

MB425-MH2

Part number 5620825

Description Multi-hole (2x3mm, 2x4mm, 6mm, 1/4in)

MB425-MH3

Part number 5620826

Description Multi-hole (1/8in, 3/16in, 3*1/4in, 3/8in)

MB425-MH4

Part number 5620827

Description Multi-hole (2*3/16in, 2*1/4in, 2*3/8in)

MB425-B

Part number 5620829

Description Blank insert
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TEMPERATURE BLOCK - INSERTS

MB425-S

Part number   

Description Multiple special inserts available (MB425-S1 to MB425-S2) on request.

MB700-MH1

Part number 5620920

Description Multi-hole (3mm, 4mm, 6mm, 8mm, 10mm, 1/4in)

MB700-MH2

Part number 5620925

Description Multi-hole (2x3mm, 2x4mm, 6mm, 1/4in)

MB700-MH3

Part number 5620926

Description Multi-hole (3*1/4in, 3/16in, 1/8in, 3/8in)

MB700-B

Part number 5620929

Description Blank insert

MB700-S

Part number   

Description Multiple special inserts available (MB700-S1 to MB700-S3) on request.
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TEMPERATURE BLOCKS - OPTIONAL ACCESSORIES

ADAPTER CABLE TO BEAMEX RPRT SENSORS

Part number 8120500

Description Adapter cable to Beamex RPRT sensors, 6-pin female Lemo to banana plugs.

ADAPTER CABLE TO BEAMEX RPRT SENSORS

Part number 8120510

Description Adapter cable to MC6 R2-Channel or R-model temperature block, Banana plugs to 6-pin male Lemo.

RPRT-420-300

Part number 9405000

Description Pt100 probe, max 420°C (788°F), length 300mm, straight. Sensor provided with Smart 6-pin Lemo connector as 
standard. Accredited calibration certifi cate RPRT-420: with 6 calibration points as standard (-45, -20, +0, +70, 
+230 and +420 in °C)

RPRT-420-230A

Part number 9405050

Description Pt100 probe, max 420°C (788°F), length 230mm 90° angled. Sensor provided with Smart 6-pin Lemo connector 
as standard. Accredited calibration certifi cate RPRT-420: with 6 calibration points as standard (-45, -20, +0, +70, 
+230 and +420 in °C)

RPRT-660-300

Part number 9405200

Description Pt100 probe, max 660°C (1220°F), length 300mm, straight. Sensor provided with Smart 6-pin Lemo connector as 
standard. IES-90 coeffi cient stored in sensor. Accredited calibration certifi cate RPRT-660: with 5 calibration points 
as standard (-0, +156, +240, +420 and +660 in °C)

RPRT-660-230A

Part number 9405250

Description Pt100 probe, max 660°C (1220°F), length 230mm, 90° angled. Sensor provided with Smart 6-pin Lemo 
connector as standard. IES-90 coeffi cient stored in sensor. Accredited calibration certifi cate RPRT-660: with 5 
calibration points as standard (+0, +156, +240, +420 and +660 in °C)

IPRT-300

Part number 9405300

Description Pt100 probe, max 300°C (572 °F), length 250mm. Sensor provided with Smart 6-pin Lemo connector as 
standard. CvD coeffi cient on IEC 60751. Accredited calibration certifi cate RPRT-300: with 7 calibration points as 
standard (-45, -25, +0, +75, +150, +225 and +300).

TRANSPORT CASE FOR FB SERIES

Part number 9400475

Description Transport case for FB series
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TEMPERATURE BLOCKS - OPTIONAL ACCESSORIES

TRANSPORT CASE FOR MB SERIES

Part number 9400980

Description Transport case for MB series
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TEMPERATURE BLOCKS - SERVICES

PT100-SENSOR CALIBRATION (STANDARD)

Order code 9060670

Description Accredited calibration for Pt100-sensors and thermocouples, basic fee.

PT100-SENSOR CALIBRATION (HIGH TEMPERATURE)

Order code 9060660

Description Accredited calibration for Pt100-sensor (high temperature) in 5 standard points (incl. ITS-90 coeffi cients). (0; 156; 
232; 420; 660°C)

PT100-SENSOR CALIBRATION

Order code 9060650

Description Accredited calibration for Pt100-sensor in 6 standard points (incl. ITS-90 coeffi cients). (-45; -20; 0; 70; 156; 232; 
420°C)

DRY-BLOCK REFERENCE INPUT CALIBRATION

Order code 9060635

Description Reference input calibration for Beamex® FB/MB series -R versions

DRY-BLOCK CALIBRATION, PREMIUM

Order code 9060630

Description Premium calibration procedure for Beamex®  FB/MB series temp. blocks according to EURAMET cg-13 v.01

DRY-BLOCK CALIBRATION, ELECTRICAL RANGE

Order code 9060610

Description Electrical range calibration for dry-block (as Found calibration), per range,  RTS, TC mV, RJ, V, mA
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TEMPERATURE BLOCKS - SERVICES

DRY-BLOCK CALIBRATION, 5-POINT EURAMET CG-13 V.01

Order code 9060600

Description Accredited 5-point calibration for dry-blocks  according to EURAMET cg-13 v. 01

BEAMEX CARE PLAN FOR 36 MONTHS

Order code 9050800

Description Beamex Care Plan for 36 months. Including recalibration and services as specifi ed in the Additional Terms for 
Beamex Care Plan. More information at: https://www.beamex.com/services/equipment-care-plan/.


